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NXC
Narrow Fabric Loom
for Elastic and Non-elastic Tapes



NXC

NXC 6/42



Features
Robust and sturdy construction requiring minimal maintenance
Ergonomic design with simple operation and easy access
20 harness frames for diverse weaving patterns
Pattern chain repeat range of 16-48
Regulator with 8-40 picks per centimeter
Available in four models: 8/27, 6/42, 4/66, and 2/130

Advantages
Optimized design that combines the proven reliability of NF and VARI-
TEX technologies
Excellent price-to-performance ratio for standard production re-
quirements
Field-tested machine concept recognized in global markets
Stable and consistent production quality
Efficient power consumption motor

Applications
Elastic and non-elastic tapes
Decorative ribbons and tapes
Edging tapes for clothing
Satin tapes, color ribbons, and tapes for printed labels
Light to medium-weight industrial tapes
Recreational articles

Benefits
Immediate production efficiency without extensive training require-
ments
Reduced operational costs through optimized design
Reliable performance for standard volume production
Quick return on investment through balanced acquisition cost and 
output quality
Backed by Jakob Müller‘s established reputation for quality machinery
Developed specifically to enhance competitiveness in today‘s chal-
lenging market conditions

Narrow fabric loom for elastic and non-elastic tapes

NXC 6/42 Weft feeding device Weaving head

The perfect balance of proven technology and cost efficiency, delivering reliable performance for 
everyday narrow fabric production needs.
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Technical Specifications

Models 8/27 6/42 4/66 2/130

Number of spaces 8 6 4 2

Maximum reed width (mm) 27 42 66 130

Number of harness frames 20 20 20 20

Regulator 8-40 picks per cm

Repeat 16-48, pattern chain

Motor 2.2 kW, 3 phases AC

Dimensions (mm) L×W×H 1550×1100×1950

Developed by Jakob Müller China by combining the strengths of industry-leading NF and VARITEX technologies to 
meet market demands and customer needs.




